Text book Assi gnnent:

ASSIGNMENT 1

"Afl oat and Ashore Fuels Division Oganization," "GCeneral Mintenance

Equi prrent ," and “Quality Surveillance,” chapters 1, 2, and 3. pages

1-1 through 3-9.

1-1.

1-2.

1-3.

1-4.

The information contained In the
ABF TRAMAN is witten to provide
m ni mum cover age of which of the
follow ng areas?

1. Exam nation subjects and
mlitary factors

2.  Cccupational standards

3. Practical and mlitary factors

4.  Know edge factors

What publication contains
occupational standards for
the ABF rating?

1. List of Training Manuals and
Correspondence Courses,
NAVEDTRA 12061

2. Record of Practical Factors,
NAVEDTRA 1414/ 1

3. Bibliography for Advancenent
Study, NAVEDTRA 12052

4.  Advancenent Handbook for Petty
O ficers, Aviation Boatswain's
Mat e (Fuel s), NAVEDTRA 71201

The Quality Surveillance Laboratory
is a branch of what work center?

Fl i ght deck

Bel ow deck

Fl i ght deck repair
V-4 Division office

BN

VWi ch of the follow ng watches is
responsi bl e for the security of the
AvFuel s system aboard ship?

1. Officer of the Deck

2. Junior Oficer of the Deck
(JOCD)

3. Air Departnent Integrity Watch

4, Aviation Fuels Security Watch

1-5.

1-6.

1-7.

1-8.

Whi ch manual contains the PQS
requirenents for the ABF?

1. Air Departnent Standard
Operating Procedures
( COWNAVAI RPAC/ LANTI NST 3100- 4)

2. CV NATOPS Manual (NAVAIR 00-
80T- 105)

3. PQS for Air Department Aviation
Fuel s Afloat (NAVEDTRA 43426-
4A)

4. Aircraft Refueling NATOPS
Manual (NAVAI R 00-80T-109)

The Avi ation Fuels Division ashore
is a division of which departnent?

Suppl y Depart nent

Ai r Departnent

Mai nt enance Depart nent
Aircraft Internediate
Mai nt enance Depart nent

e

What NAVEDTRA manual cont ai ns
addi tional information on tools and
their use?

10015- B2
12085

10067- A
16730-B1

oo e

When you use a standard
screwdriver, the end of the
screwdriver should fill at |east
how much of the screw slot to
ensure proper fit?

1. 100%
2. 95%
3. 85%
4. 75%



1-9.

1-10.

1-11.

1-12.

1-13.

When you use a Phillips
screwdriver, at |east how nuch of
the screw cavity should be filled
by the end of the blade to ensure a
proper fit?

1. 100%
2. 95%
3. 85%
4. 75%

What advantage is there in using an
adj ust abl e wench instead of an
open-end wench to tighten or

| oosen a nut?

1. An adjustable wench will not
damage hard-to-turn nuts

2.  An adjustable wench can be
adjusted to fit odd-sized nuts
or bolts

3. An adjustable wench is |ess
likely to be used inproperly

4, Either jaw of an adjustable
wrench may be adjusted to fit
any size or shape nut or bolt

What i nportant point should you
remenber when using a pipe wench?

1. The fixed jaw should provide
the twisting force

2. The adjustable jaw should
provide the twi sting force

3. The fixed jaw should provide
the pushing force

4. The adjustable jaw shoul d
provi de the pushing force

What type of wrench should you use
to |l oosen or tighten a screwwith a
recessed head?

Strap wench
Socket wrench
Spanner wrench
Al l en wrench

e

The size of the opening, for a nut
or bolt, is the only factor
considered in determning the size
of a socket.

1. True
2. Fal se

A. Speed handle
B. T-handle
C. Hinged handle

D. Ratchet handle

FI GURE 1-A

N ANSVWERI NG QUESTI ONS 1-14 THROUGH 1-16,
SELECT FROM FI GURE 1- A THE SOCKET HANDLE
BEST SU TED FOR THE TASK I N THE STATEMENT.

1- 14. Rapidly tighten or |oosen nuts or
bolts, using a series of partial

turns .
1. A
2. B
3. C
4. D

1-15. Renove nuts or bolts that are
| oosened first w th another wench.

AWN PR
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1-16. Apply the nost |everage to break
| oose tight nuts, then renove the
nuts rapidly.

AWN R
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1-17. VWhat is the nmost commonly used

chi sel ?

1. Cape chise

2. Round nose chise

3. Dianond point chisel
4. Flat cold chise



1-18.

1-19.

1- 20.

1-21.

1-22.

VWhat type of file is used to
enl arge rectangul ar shaped hol es or
sl ots?

Square file

Rectangul ar file
Hal f round file
Triangular file

B~ W

VWhat tool is principally used for
dressi ng over bruised or rusty
threads on screws or bolts?

1. Hand tap
2. Rethreading die
3. Pipe die
4. Round split die

To renove a broken screw or tap
with a spiral extractor. a hole
must first be drilled in the screw
or tap. How is the proper size of
the hole deternined?

1. Visually

2. The drilled hole is to be of
equal width as the shaft of tie
br oken screw or tap

3. The drilled hole is to be of
equal width as the top of the
br oken screw or tap

4. The screw extractor will have
the size hole required stanped
on it

VWhat chain hoist is nost commonly
used by the ABF?

1. Spur gear chain hoi st

2. Lever operated chain hoist

3. Cone-a-long

4. Ratchet chain hoist

Mbst water and aviation fuel lines

can be easily repaired using the
nmetallic pipe repair kit. Wen
these repairs are nade, in how many
m nutes can service be restored to
the systen?

1. 30
2. 45
3. 60
4. 75

1-23.

1-24.

1- 25.

1- 26.

1-27.

When the resins and hardeners of a
pl astic patch are nixed together, a
chem cal reaction begins

“Ki ckover” wll occur at or about
what peak tenperature?

1. 120°F

2. 135°F

3. 350°F

4. 400°F

Wien applying a sinple pipe patch,
the woven roving cloth should be

wr apped around the void cover
approxi mately how nmany times?

1. Between 2 and 3
2. Bet ween 3 and 4
3. Between 4 and 5
4. Between 5 and 6

Al'l Navy electrical power tools are
required to have what safety
feature?

Proper grounds

Aut omatic shut offs
I nsul ated handl es
Built in shields

e e

VWhat indication does the microneter
setting type of torque wench give
when the desired amount of torque
is reached?

1.  The socket wll disengage
conpletely

2. The indicating needle or
pointer will nove

3. Aclick is given off, followed
by the handle freely traveling
for a short distance

4. The handle will |ock

What term descri bes the novenent
bet ween t he spindle and the anvi

of a mcroneter?

Approxi mat e di stance
Set distance

Approxi mate range
Range

Hwn e



1-28. The size of a mcroneter indicates

1. the size of the largest work it
can neasure

2. the size of the smallest work
it can neasure

3. if it requires calibration

4. how often it requires
calibration

A I nside m croneter
B. Qut si de m croneter
C. Depth gage

D. Di al indicator

FI GURE 1-B

I N ANSVEERI NG QUESTIONS 1-29 THROUGH 1-31,
SELECT FROM FI GURE 1-B THE MEASURI NG TOOL
REQUI RED TO COWPLETE THE TASK I N THE
STATEMENT

1-29. Measuring the depth of a slot in a

punp shaft.
1. A

2. B

3. C

4. D

1- 30. Measuring the inside dianeter of a

bushi ng.

1. A

2. B

3. C

4. D

1- 31. Measuring the trueness of a punp

shaft.
1. A
2 B
3. C
4 D

1- 32. If you had to find the tightening
sequence for the bolts on a punp

casi ng, where should you | ook?

On the upper half of the casing
On the | ower half of the casing
In the ABF TRAMAN

In the applicable technical
manual

B e

1-33. What does surface corrosion | ook
i ke on painted alum nun?

VWite or gray powdery deposits
Grey or red powdery deposits
An indentation on the surface
The paint appears to lift off
the surface

5w N

1- 34. Why is intergranul ar corrosion nore
danger ous than ot her types of
corrosion?

1. It spreads faster than other
types of corrosion

2. It is not visible on the
surface

3. It occurs only in the weaker
nmetal s

4. The powder it produces is toxic

A Surface
B. Glvanic
C. Intergranul ar

D. I nterior

FI GURE 1-C

I N ANSVERI NG QUESTI ONS 1-35 THROUGH 1-37.
SELECT FROM FI GURE 1-C THE TYPE OF
CORROSI ON DESCRI BED | N THE STATEMENT

1- 35. It spreads through the Interior of
the nmetal.
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1- 36. Two different nmetals are connected
and exposed to an electrolyte
1. A
2. B
3. C
4. D
1- 37. The atnosphere produces roughening,
etching, or pitting.
1. A
2. B
3. C
4. D
1- 38. When finding corrosion on
equi prent, what shoul d be your
first step in treatnent?
1. Paint over it with a rust
preventive type paint
2. Replace the entire unit
3. Renove the corrosion safely and
conpletely
4. Rernove the chips and burrs that
col |l ect corrosion residue
1- 39. What is the nost practical method
of controlling netal corrosion?
1. Coat exposed metals with a
l'ight coat of grease or oi
2. \Wen painting, apply at |east
t hree coats of paint
3.  Sandblast netals before
pai nting
4. Consistent preventive
mai nt enance
1- 40. Movi ng parts can be kept free of

corrosion by which of the follow ng
actions?

1. Painting

2. Applying the proper |ubricant

3. Renpving the part when not in
use

4, Wping daily with an enery
cloth

1-41.

1-42.

1-43.

1-44.

1-45.

1- 46.

VWhat NAVEDTRA manual contains nore
i nformation on nechanical draw ngs?

1. 12364

2. 10067-A
3. 10085-B2
4. 10077-F1

To find the planned nai nt enance
schedul ed in your work center for
t oday, you shoul d | ook at what
schedul e?

Dai ly schedul e
Weekly schedul e
Quarterly schedul e
Cycl e schedul e

o

VWi ch of the foll owi ng personne
signs the weekly schedul e?

LPO

LCPO

Di vi si on officer
Depart ment head

B WON

VWi ch of the follow ng forms shoul d
you submit to order a replacenent
mai nt enance requirement card (MRC)?

1.  Feedback Report (category A)

2. Feedback Report (category B)

3. Technical manua
defici ency/ eval uati on Report
( TMDER)

4. NAVSEA 4160/1

For conplete information on the 3-M
Systens, you need to consult which
manual ?

1. OPNAVI NST 4790.4
2. OPNAVI NST 4790. 2
3. 3-MINST 2330.1

4. OPNAVI NST 5100. 19

VWi ch manual provides the
requirements for an effective QA
pr ogr anf

COWNAVAI RPAC/ LANTI NST 9090. 1
COWNAVAI RPAC/ LANTI NST 3100. 4
OPNAVI NST 5100. 19

OPNAVI NST 5090. 1

Bwn e



1-47.

1- 48.

1-49.

1- 50.

1-51.

1-52.

The quality assurance in-process
i nspection control docunent is the
Controlled Wrk Package (CWP).

1. True
2. Fal se

VWhat OPNAVINST is the genera
reference for mandatory and
advi sory safety precautions?

OPNAVI NST 2030. 1
OPNAVI NST 4790. 2
OPNAVI NST 5090. 1
OPNAVI NST 5100. 19

VWo is responsible for reporting
any unsafe condition, equipnent,
material, or other hazards?

Conmandi ng of ficer only
Division officer only

Work center supervisor only
Al'l hands

Bw e

How are petroleumfuels in liquid
form conpared to water?

1. They weigh the sane as water at
60°F

2. They are heavier than water

3. They are lighter than water

4. They weigh the sanme as water at
70°F

Conpared to air, petroleumfuels in
vapor form have which of the
followi ng characteristics?

1. They weigh the same as air at
60°F

2. They are heavier than air

3. They are lighter than air
They wei gh the same as air at
70°F

Petrol eum fuel vapors remaining
froma spill are extrenely
dangerous because of which factor?

1. They readily evaporate
2. They tend to remain close to
t he ground
3. They saturate the ground
4.  They saturate porous nmaterials

1-53.

1-54.

1-55.

1- 56.

1-57.

VWhat is the NATO nunber for JP-5?

1. F-40
2. F-42
3. F-44
4. F-46

VWhat is the mninmum flash point of
JP-5?

128°F
130°F
140°F
142°F

e

If rags or clothing become soaked
with JP-5, the JP-5 becones highly
flammable. \What term descri bes
this action?

1. Saturation
2. Wcking

3. Candling
4. Soaki ng

Because of its high flash point,
JP-5 is the only jet fue

aut horized for fueling aircraft on
Navy ships. When JP-4 or JP-8 is
m xed with JP-5, what happens?

1. The flash point of the JP-4 or
JP-8 is raised and it becones
safe for shipboard use

2. The flash point of the JP-5 is
| owered and it becones unsafe
for shipboard use

3. A chenical reaction takes place
that makes both fuels unusable

4, Based on the anmpunt of each
fuel in the mxture, either
JP-6 or JP-7 is created

VWhat two terns are generally used
to nmeasure volatility?

Vapor pressure and viscosity
Wei ght and distillation

Vi scosity and wei ght

Vapor pressure and distillation

NS



1- 58.

1-59.

1- 60.

1-61.

1-62.

What is the mininum percentage of 1-63.

gasol i ne vapor, by volune, for it
to burn or explode?

1. 1%
2. 3%
3. 5%
4. 6%

Because of the range of its vapor

pressure, JP-4 al nost always has an 1-64.
expl osive m xture of vapors above

the liquid

1.  True

2. False

Specific gravity determ nations are

correlated to what tenperature 1-65.
according to ASTM St andard

D1250- 807

1 45°F

2 60°F

3. 75°F

4 100°F

VWhat is the neasure of a liquid's

resistance to flow called? 1- 66.
1. Volatility

2. Viscosity

3. Flash point

4.  Sol vency

Wiy is a fuel spill on an asphalt

surface nmore damagi ng than a fue
spill on a concrete surface?

1. The vapors will spread faster
on the asphalt surface

2. The asphalt surface will |ose
its color

3. The fuel will dissolve the
asphalt surface

4, The asphalt will react to the
fuel and spontaneously ignite

What term describes the | owest
tenmperature at which a fuel
vaporizes enough to form a
conbusti bl e vapor?

Freezing point

Fl ash point

Auto-ignition tenperature
Boi | i ng point

e

VWat does the prol onged inhalation

of fuel vapors cause?
1. Dizziness

2. Nausea

3. Death

4, Al of the above

What is the NAVEDTRA nunber of the
Standard First Aid Training Course
t hat shoul d be studi ed by personne
working with fuel s?

1. 10018-B
2. 10081-D
3. 12081

4. 10085-A

From the standpoint of fire and

expl osion, which fuel is the
saf est ?

1. MOGAS

2. JpP-4

3. JP-5

4. JP-8



